Location: 3-1-18, Nishinagasu-cho, Amagasaki-shi,Hyogo-ken,660-0808 JAPAN

E-mail:info.int@benkan-japan.com
Phone: (81)-3-3777-1541
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Fax: (81)-3-3777-1502 L | JAB
@slomer: NING NAO STEEL CO.,LTD Commodit : SMLS & WELDED Fittings

Contract / Order No : 842S.J-2 E N K A ~ Material Standard & GR : A234 GR WPB
Certificate No : SJ9000-2P ) MFG Standard : ASTM A234 GR WPB
Date Of Issue : JUN - 02 - 2022 Dimensional Standard : ANSI B16.9
Page : 111 BENEX CORPORATION(JAPAN) Visual & Dim. Examination : OK

Tensile Test(2) Chemical Description %

: gty | JS | TS [ E i S | cr | Mo | Ni |[cu| v | HB | cE | NACE oim.
E Product Description(1) Size T‘T;t Q;"::st;ty Mpa | Mpa | % c =L ik e r ° ' 4 MR Examin
m 265 | 360 | 22 | - | 045 | 040 : . = - . - . : - oags ion

- 570 - 0.20 0.35 1.40 0.030 0.025 - - - - - - -

1 RED TEE SGP 10X%4 | Q2901 5 315 505 30 | 014 | o 0.53 0.008 0.007 | 0014 | 0009 | 002 | 0013 | 001 138 | 0237 YES OK

2 RED TEE SGP 10X5 | Q2001 1 315 505 30 | 014 | 021 053 0.008 | 0007 | 0.014 | 0.009 | 0.02 | 0013 | 001 138 | 0237 YES OK
;3

Note:

1. All Matenal is According To NACE MR 0175 /150 15156
2.YS=Yield Strength TS=Tensite Strength E=Elongation

We hereby certify that the product(s) hearin, has been manufactured, sampled, tested, inspected & stammped

manufactured, sampled, tested, inspected & stamped In accordanced with the above standards and
specifications .
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Fax: (81)-3-3777-1502
_|o:mno=_mq : NING NAO STEEL CO.,LTD Commodit : SMLS & WELDED Fittings
Contract / Order No : 842SJ-2 m z R > z Material Standard & GR : A234 GR WPB
Certificate No : SJ9000-2P ® MFG Standard : ASTM A234 GR WPB
Date Of Issue : JUN - 02 - 2022 Dimensional Standard : ANSI B16.9
Page : 11 BENEX CORPORATION(JAPAN) Visual & Dim. Examination : OK
Tensile Test(2) Chemical Description % ]
_ ol ys | TS |E , Mo | Ni | cu| v | B | ce | NAcE ¥ Bim.
M Product Description(1) Size _.__..Nn DM.NMWQ Mpa | Mpa | % | © Si | Mn P S Cr o i u | ) [ MR Examin
m 265 | 360 | 22 z 015 | 0.40 - - - - - - - " - 0175 2ton
- 570 . 0.20 0.35 1.40 0.030 0.025 - - - - - - -
1 LR 45 ELBOW SGP 10 Q2901 52 315 505 30 0.14 0.21 0.53 0.008 0.007 0.014 | 0.009 0.02 0.013 | 0.01 138 0.237 YES OK
Note: We hereby certify that the product(s) hearin, has been manufactured, sampled, tested, inspected & stammped

1, All Material Is According To NACE MR 0175 / ISO 15156
2.¥S=Yield Strength TS=Tensile Strength E=Elongation

S— specifications .

@m::@ﬁcaa\ sampled, tested, inspected & stamped In accordanced with the above standards and




Location: 3-1-18, Nishinagasu-cho, Amagasaki-shi,Hyogo-ken,660-0808 JAPAN g
fo.int@benkan-japan.com v
Phone: (81)-3-3777-1541 &M.m%mw.
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F:mﬁoaoq : NING NAO STEEL CO.,LTD Commeodit : SMLS & WELDED Fittings
Contract / Order No : 842SJ-2 m Z R b z Material Standard & GR : A234 GR WPB
Certificate No : SJ9000-2P D) MFG Standard : ASTM A234 GR WPB
Date Of Issue : JUN - 02 - 2022 Dimensional Standard : ANSI B16.9
Page : 1/1 BENEX CORPORATION(JAPAN) Visual & Dim. Examination : OK

Tensile Test(2) Chemical Description % .

J Ys | Ts E , . NACE <__mu.m__w__ *
m Product Description(1) Size _m_ac..“.., DMWMWQ Mpa | Mpa | % C [ S| Mn P g Cr | Mo | Ni | Cu| V | HB | CE MR mxm._a._n
m . 200 | 415 | 22 - | 010 | 029 ; 2 = = : - : - 2 [ 27 atign

- - - 0.30 - 1.06 0.050 0.058 0.40 0.15 0.40 0.40 0.08 197 -

1 CON REDUCER XS WPB 18X12 | W4501 60 310 490 31 0.19 0.22 0.55 0.009 0.006 0.05 0.03 0.05 0.05 0.009 141 0.306 YES OK
2 RED TEE SCH100 X SCH80S WPB 12X6 W3906 2 295 495 32.5 0.21 0.24 0.51 0.013 0.008 0.04 0.05 0.09 0.09 0.01 138 0.327 YES OK
3 RED TEE SCH120 WPB 8X6 W3312 34 521 320 325 0.17 0.21 0.55 0.011 0.005 0.02 0.02 0.01 0.02 0.003 144 0.272 YES OK
4 RED TEE SCH20 X STD WPB 10X4 W2905 2 340 490 31 0.18 0.22 0.55 0.011 0.008 0.02 0.02 0.01 0.02 0.008 146 0.283 YES OK
5 RED TEE SCH40 WPB 12X6 W4705 1 314 510 30 0.22 0.24 0.50 0.015 0.01 0.04 0.008 0.06 0.01 0.005 139 0.319 YES OK
6 RED TEE SCH40 X SCH60 WPB 12X10 | W3704 1 295 485 33.5 0.22 0.23 0.53 0.007 0.005 0.07 0.002 0.07 0.05 0.012 138 0.333 YES OK
7 RED TEE SCH40 X STD WPB 12X6 W3704 2 295 485 33.5 0.22 0.23 0.53 0.007 0.005 0.07 0.002 0.07 0.05 0.012 145 0.333 YES OK
8 RED TEE SCH60 WPB 12X6 W4705 1 314 510 30 0.22 0.24 0.50 0.015 0.01 0.04 0.008 0.06 0.01 0.005 147 0.319 YES OK
9 RED TEE SCH60 WPB 12X8 W4705 2 314 510 30 0.22 0.24 0.50 0.015 0.01 0.04 0.008 0.06 0.01 0.005 139 0.319 YES OK
10 RED TEE SCHs0 WPB 12X10 | w4705 3 314 510 30 0.22 0.24 0.50 0.015 0.01 0.04 0.008 0.06 0.01 OK
1 RED TEE SCH60 X STD WPB 12X10 | W4705 2 314 510 30 0.22 0.24 0.50 0.015 0.01 0.04 0.008 0.06 0.01 OK
12 RED TEE SCH60 X XS WPB 16X10 | WA4505 3 287 502 36 0.19 0.22 0.57 0.012 0.009 0.03 0.01 0.01 0.03 OK
13 RED TEE SCH80 WPB 10X5 W3502 2 315 475 32 0.19 0.23 0.54 0.011 0.008 0.032 | 0.021 0.01 0.032 OK
14 RED TEE SCH80 WPB 12X4 W3708 26 521 346 30.5 0.18 0.22 0.54 0.009 0.008 0.06 0.04 0.01 0.04 OK
15 RED TEE SCH80 WPB 12X6 Wa7os 1 521 346 30.5 0.18 0.22 0.54 0.009 0.008 0.06 0.04 0.01 0.04 OK
16 RED TEE SCH80 WPB 12X8 w3708 1 521 346 30.5 0.18 0.22 0.54 0.009 0.008 0.06 0.04 0.01 0.04 OK
17 RED TEE SCH80 X SCH60 WPB 12X10 | W3708 1 521 346 30.5 0.18 0.22 0.54 0.009 0.008 0.06 0.04 0.01 0.04 . DK
18 RED TEE STD X XS WPB 12X8 W3703 2 325 500 32 0.2 0.23 0.52 0.01 0.009 0.034 | 0.022 0.03 0.024 oK

”_osu ) ) We hereby certify that the product{s) hearin, has been manufactured, sampled, tested, inspected & stammped
~<M_u_szm_ “MM.__H:R Mmﬁﬂumﬂ”ﬂﬂn Nmﬂ\_.w“m“wﬁm manufactured, sampled, tested, inspected & stamped In accordanced with the above standards and -
specifications .
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Customer : NING NAO STEEL CO.,LTD

Commodit : SMLS & WELDED Fittings
Contract / Order No : 8425J-2 MZkh Z Material Standard & GR : A234 GR WPB
Certificate No : SJ9000-2P ®

MFG Standard : ASTM A234 GR WPB
Dimensional Standard : ANSI B16.9

Date Of Issue : JUN - 02 - 2022

Page: 1/1 BENEX CORPORATION(JAPAN) Visual & Dim. Examination : OK
Tensile Test(2) Chemical Description %

: ity |no (IS B | o | g | m P S |cr | Mo | Ni |cu| v |HB | cE | NACE "o,
£ | Product Description(1) | size | Hae | Quorwey | Mpa | Mpa | % i | Mn | r | Mo | Ni | Cu | | e | examin
m 240 | 415 It - 010 | 0.29 . z - : . = : . - 0178 ation

. . : 0.30 - | 106 | 0050 | 0058 | 040 | 015 | 0.40 | 0.40 | 008 | 197 5

1 RED TEE XS X STD WPB 10X8 | waso2 2 315 | 475 3 | 019 | 023 | 054 | 0011 | 0008 | 0032 | 0.021 | 001 | 0032 | 0009 | 135 | 0295 | ves oK

2 | TEE STRAIGHT SCH100 WPB 8 | waro1 5 279 | 484 | 31 021 | 023 | 055 [ 0012 | 0009 | 0018 | 001 | 006 | 0.03 | 0.011 | 138 | 0315 | ves OK

3 | TEE STRAIGHT SCH80 WPB 14 | wasos 5 205 | 495 | 325 | 021 | 024 | 051 | 0013 | 0008 | 004 | 005 | 0.00 | 008 | 001 | 143 | o327 YES oK

Note: We hereby certify that the product(s) hearin, has been manufactured, sampled, tested, inspected & stammped
L Al Material Is According To NACE MR 0175 / IS0 15156

2YS=Yield Strength Ts=Tensile Strength E=Elongation manufactured, sampled, tested, inspected & stamped In accordanced with the above standards and
specifications .
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[ Customer: NING NAO STEEL CO.LTD

Contract / Order No : 842SJ-2

Certificate No : SJ9000-2P

Date Of Issue : JUN - 02 - 2022

PBENKAN .

Commodit : SMLS & WELDED Fittings

Material Standard & GR : A234 GR WPB

MFG Standard : ASTM A234 GR WPB

Dimensional Standard : ANSI B16.9

Page : 111 BENEX CORPORATION(JAPAN) Visual & Dim. Examination : OK
Tensile Test(2) Chemical Description % ]

! o |ys| 15| E : : NACE | D
£ | Product Description(1) | Size P oﬂ_wmh_*a Mpa | Mpa | % A L S Cr[Mo | N [cul v |HB|cE| MEE Examin
m 200 | 415 2 - 010 | 029 ; . - 2 = = 7 - e 0175 ation

= - - 0.30 - 1.06 0.050 0.058 0.40 0.15 0.40 0.40 0.08 197 -

1 LR 180 BEND STD WPB 6 W2504 110 320 506 32,5 0.19 0.21 0.53 0.008 0.005 0.14 0.001 0.08 0.03 0.011 152 0.316 YES OK
2 LR 45 ELBOW SCH100 WPB 8 w3701 11 279 484 31 0.21 0.23 0.55 0.012 0.009 0.018 0.01 0.06 0.03 0.011 138 0.315 YES oK
3 LR 45 ELBOW SCH100 WPB 10 w3701 2 279 484 31 0.21 0.23 0.55 0.012 0.009 0.018 0.01 0.06 0.03 0.011 141 0.315 YES OK
4 LR 45 ELBOW SCH160 WPB 8 w3316 8 365 552 31 0.19 0.24 1.04 0.011 0.005 0.03 0.002 0.02 0.04 0.001 146 0.374 YES OK

.|m LR 45 ELBOW SCH20 WPB 10 W2905 17 340 490 31 0.18 0.22 0.55 0.011 0.009 0.02 0.02 0.01 0.02 0.008 139 0.283 YES OK

6 LR 45 ELBOW SCH30 WPB 8 W2504 70 320 506 325 0.19 021 0.53 0.008 0.005 0.14 0.001 0.08 0.03 0.011 152 0.316 YES OK
7 LR 45 ELBOW SCH30 WPB 10 W2905 3 340 490 31 0.18 0.22 0.55 0.011 0.009 0.02 0.02 0.01 0.02 0.008 139 0.283 YES OK
8 LR 45 ELBOW SCH60 WPB 8 W2304 49 312 518 35 0.18 0.22 0.56 0.011 0.007 0.03 0.01 0.01 0.02 0.009 140 0.285 YES OK
9 LR 45 ELBOW SCHS0 WPB 12 w3301 2 321 524 33 0.19 0.23 0.55 0.007 0.008 0.015 0.009 0.05 0.04 0.01 131 0.294 YES OK
10 LR 45 ELBOW XS WPB 10 W3502 94 315 475 32 0.19 0.23 0.54 0.011 0.008 0.032 0.021 0.01 0.032 0.009 146 0.295 YES OK
11 LR 90 ELBOW SCH100 WPB 10 w3701 2 279 484 31 0.21 0.23 0.55 0.012 0.009 0.018 0.01 0.06 0.03 0.011 138 0.315 YES OK
12 LR 90 ELBOW SCH100 WPB 14 W3908 17 500 325 315 0.19 0.23 0.55 0.008 0.006 0.015 0.003 0.03 0.05 0.009 141 0.292 YES OK
13 LR 90 ELBOW SCH100 WPB 16 W3906 3 295 495 325 0.21 0.24 0.51 0.013 0.008 0.04 0.05 0.09 0.09 0.01 146 0.327 YES OK
14 LR 90 ELBOW SCH120 WPB 10 W3906 1 295 495 32.5 0.21 0.24 0.51 0.013 0.008 0.04 0.05 0.09 0.09 0.01 138 0.327 YES OK
15 LR 90 ELBOW SCH140 WPB 8 W3908 1 500 325 315 0.19 0.23 0.55 0.008 0.006 0.015 0.003 0.03 0.05 0.009 144 0.292 YES OK
16 LR 90 ELBOW SCH160 WPB 10 W3502 75 315 475 32 0.19 0.23 0.54 0.011 0.008 0.032 0.021 0.01 0.032 0.009 151 0.295 YES OK
17 LR 90 ELBOW SCH60 wPB 20 WA4705 2 314 510 30 0.22 0.24 0.50 0.015 0.01 0.04 0.008 0.06 0.01 0.005 OK
18 LR 90 ELBOW SCH80 WPB 10 W3503 2 343 528 30 0.19 0.22 0.57 0.012 0.009 0.03 0.01 0.01 0.03 0.007 : OK

e ) We hereby certify that the product(s) hearin, has been manufactured, sampled, tested, inspected & stammped
NH «M. _smmhﬂ.__wn_n nM.n__q:mﬂ_,_,m.M”Mm:M” NMG\.MMNMGm manufactured, sampled, tested, inspected & stamped In accordanced with the above standards and =
specifications . =




Location: 3-1-18, Nishinagasu-cho, Amagasaki-shi,Hyogo-ken,660-0808 JAPAN (
E-mail:info.int@benkan-japan.com
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_ﬂhmﬂo-:m_. : NING NAO STEEL CO.,LTD Commodit : SMLS Fittings
Contract / Order No : 842SJ-2 m Z k > z Material Standard & GR : A234 GR WPB
Certificate No : SJ9000-2P ® MFG Standard : ASTM A234 GR WPB
Date Of Issue : JUN - 02 - 2022 Dimensional Standard : ANSI B16.9
Page : 1/1 BENEX CORPORATION(JAPAN) Visual & Dim. Examination : OK
Tensile Test(2) Chemical Description % .

_ YS | TS E ; ; NACE <_wﬂ__ﬂ_ s
T | Product Description(1) | Size Hoat Q%Hm,q Mpa | Mpa | % C |8 | Wn P S Cr{Mo | N |Cu| V |HB]CE MR Examin—
m o ! 20 | a15 I . 010 | 029 . z = - : 2 . - s 0175 ation

- - - 0.30 - 1.06 0.050 0.058 0.40 0.15 0.40 0.40 0.08 197 .

1 LR 90 ELBOW SCH80 WPB 12 W3301 1 321 524 33 0.19 0.23 0.55 0.007 0.008 0.015 | 0.009 0.05 0.04 0.01 131 0.294 YES OK
2 LR 90 ELBOW SCH80 WPB 14 W3906 2 295 495 325 0.21 0.24 0.51 0.013 0.008 0.04 0.05 0.09 0.08 0.01 144 0.327 YES OK
3 LR 90 ELBOW SCH80 WPB 16 w4502 8 322 504 34 0.18 0.23 0.58 0.012 0.009 003 0.01 0.01 0.03 0.007 142 0.289 YES OK
4 LR 90 ELBOW SCH80 WPB 18 W4809 28 305 490 325 0.19 0.23 0.55 0.012 0.008 0.06 0.014 0.08 0.06 0.003 147 0.306 YES OK
5 LR 90 ELBOW SCH80 WPB 20 w4921 9 318 494 30 0.19 0.26 0.56 0.016 0.004 0.001 | 0.001 0.01 0.01 0.001 151 0.285 YES OK
6 LR 90 ELBOW XS WPB 6 W2502 177 320 496 32 0.2 0.24 0.563 0.012 0.009 0.016 | 0,019 0.02 0.036 | 0.012 135 0.301 YES OK
7 LR 90 ELBOW XS WPB 12 W3703 77 325 500 32 02 0.23 0.52 0.01 0.009 0.034 | 0.022 0.03 0.024 0.01 144 0.303 YES OK
8 LR 90 ELBOW XS WPB 18 W4501 77 310 490 31 0.19 0.22 0.55 0.009 0.006 0.05 0.03 0.05 0.05 0.009 139 0.306 YES OK
9 LR 90 ELBOW XS WPB 20 W4702 8 398 499 34 0.19 0.23 0.55 0.011 0.007 0.03 0.01 0.01 0.02 0.008 140 0.293 YES OK
10 LR 90 ELBOW XXS WPB 8 W3316 20 365 5§52 31 0.19 0.24 1.04 0.011 0.005 0.03 0.002 0.02 0.04 0.001 146 0.374 YES OK
1 LR 90 ELBOW XXS WPB 10 w3316 21 365 552 31 0.19 0.24 1.04 0.011 0.005 0.03 0.002 0.02 0.04 0.001 144 0.374 YES OK
12 SR 180 BEND STD WPB 6 W2504 48 320 506 32.5 0.19 0.21 0.53 0.008 0.005 0.14 0.001 0.08 0.03 0.011 138 0.316 YES OK
13 SR 90 ELBOW SCH80 WPB 10 W3503 6 343 528 30 0.19 0.22 0.57 0.012 0.009 0.03 0.01 0.01 0.03 0.007 137 0.297 YES OK
14 SR 90 ELBOW XS WPB 6 W2502 117 320 496 32 0.2 0.24 0.53 0.012 0.009 0.016 | 0.019 0.02 0.036 | 0.012 151 0.301 YES OK
16 SR 90 ELBOW XS WPB 8 W3303 289 325 505 32 0.19 0.23 0.52 0.009 0.006 0.036 | 0.012 0.03 0.034 | 0.008 153 0.292 YES OK
16 SR 90 ELBOW XS WPB 10 w3502 37 315 475 32 0.19 0.23 0.54 0.011 0.008 0.032 | 0.021 0.01 0.032 | 0.009 : 142 0.295 YES OK
17
18
Note: We hereby certify that the product(s) hearin, has been manufactured, sampled, tested, inspected & stammped
1. All Material Is According To NACE MR 0175 / iSO 15156 manufactured, sampled, tested, inspected & stamped In accordanced with the above standards and E

2.YS=Yield Strength TS=Tensile Strength E=Elongation mumnmmﬁmﬂo:m .




